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   RELIABLE  - LIGHTWEIGHT  - DURABLE
and  AFFORDABLE
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3" Primary shutoff 
with 6" stainless float Heated 3" secondary shutoff with 

6" stainless float 

Full opening 
rear door

2 - Rear hose 
hooks

6" Heated 
discharge valve

Level Indicator

4" Heated load 
valve

Heavy duty D.O.T. 
bumper with tow hooks 
and trailer receiver

3" Final filter with 
stainless element

3 stage hoist cylinder

DOT rollover protection

Fruitland, Wallenstein, Jurop, 
Moro,  and National vacuum 
pumps available.

BUILT TOUGH
The Smithvac CV3030 vacuum tank is ruggedly built to withstand the pounding 
of Canadian roads.  The heavy baffles and full wrap around reinforcement pads 
provide a bullet proof design.  The Smithvac CV3030 Series has two hose tray 
deck options: tread plate with tubular handrails or hose trays.

THE BEST VACUUM PUMPS
The powerful hydraulic drive Fruitland 500 is the heart of the CV3030 Series 
vacuum tanker. This 320 CFM pump provides quick loading and years of trouble 
free service.  The hydraulic drive is a superior low maintenance solution.  There is 
no belt tightening or pillow block bearings to grease or replace. Vacuum pumps 
such as Wallenstein, Jurop and Moro have also proven to be excellent options.

DESIGNED & PROVEN TO WORK IN BITTER COLD   
The Smithvac CV2030 Series is designed for cold weather.  The unit is complete 
with heated rear valves and heated secondary shutoff.  The extra large primary, 
secondary and piping allow extreme cold weather operation.

BACKED BY FACTORY SUPPORT
Smith Industries stocks replacement parts and is always ready to serve 
you. Technical support is available directly via telephone.



TANK DATA
MODEL SIZE 

USG 
SIZE

IMP GAL.
Tank Construction 

Material
DIAMETER LENGTH SEAM 

TO SEAM 
BARREL 

THICKNESS 
NUMBER 

OF BAFFLES

CV3030 30000 USG 2500 IG Carbon Steel 72" 13' 5/16 " 2

VEHICLE DATA**
MODEL FRONT AXLE 

RATING
REAR AXLE RATING HORSEPOWER APPROX. HEIGHT APPROX.

LENGTH

VT3019 12,000 lbs. 43,000 lbs. 240 hp *11'6" 29'

*   Based on a 37" frame height

** All vehicle information is approximate.  Required chassis measurements  vary with different manufacturers. 
 

Standard Specifications Available Options

Designed and built to D.O.T 407/412 Code

ASME certified vessel Wallenstein 753 air cooled (350 CFM) 

Rollover protection Wallenstein 753 liquid normalized (350 CFM)

D.O.T 407/412 rear bumper Fruitland 870 (512 CFM)

4 inch D.O.T. load valve - heated Moro and Jurop pumps available

4 inch D.O.T. load valve with load stand - heated Epoxy tank liner

6 inch D.O.T. discharge valve - heated Metallic paint

Level Indicator Tray type decks

Primary shutoff with self closing valve Aluminum checker plate tank guards

3 inch D.O.T. stainless vent valve Rear view backup camera

Two, 2 inch brass pressure relief valves OSHA tank side platform with handrail

Full opening rear door

3 inch secondary moisture trap with 6 inch float

3 inch final filter

3 inch oil catch muffler

Hydraulic vibrator

Fruitland 500 vacuum pump

Heavy duty power take-off

Heated rear valve package

Aluminum storage cabinet,  20" x 20" x 54" 

Sand blasted exterior, polyurethane paint

Mud flaps

LED vehicle lighting
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Reliable Vacuum Equipment
Reliable vacuum equipment that performs all day every day.

Head Office and Factory
800 47 Street East
Saskatoon SK  S7K 0X4
Telephone:	 306 373-7622
Fax:	 306 244-4748
E-mail:	 sales@smithvac.com
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