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RELIABLE - POWERFUL - DURABLE
and AFFORDABLE
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BUILT TOUGH
The Smithvac vacuum tank is lightweight and ruggedly built to withstand
the pounding of Canadian roads. The heavy baffles and full wrap around
reinforcement pads provide a bullet proof design. The Smithvac VT60 Series has
two hose tray deck options: tread plate with tubular handrails or hose trays.

THE BEST VACUUM BLOWERS
The powerful hydraulic drive blower is the heart of the VT60 Series vacuum
tanker. The Hibon VTB820XL blower is rated to 1600 CFM and full vacuum (28

inches Hg).

DESIGNED & PROVEN TO WORK IN BITTER COLD
The Smithvac VT60 Series is designed for cold weather. The unit is complete
with heated rear valves and heated secondary shutoff. The extra large primary,
secondary and piping allow extreme cold weather operation.

BACKED BY FACTORY SUPPORT
Smith Industries stocks replacement parts and is always ready to serve you.
Technical support is available from your job site via telephone.

www.smithvac.com
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TANK DATA

SIZE
IMPERIAL

GALLONS

TANK
CONSTRUCTION
MATERIAL

DIAMETER

LENGTH SEAM
TO SEAM

BARREL
THICKNESS

NUMBER OF
BAFFLES

VT6032 3200 USG 27001G Carbon Steel 72" 14'
VT6032AL 3200 USG 2700 1G Aluminum 72" 14'
VT6032SS 2400 USG 2700 1G Stainless Steel 72" 14'
VT6033 3300 USG 28001G Carbon Steel 72" 15'
VT6033AL 3300 USG 2800 1G Aluminum 72" 15'
VT6033SS 3300 USG 2800 1G Stainless Steel 72" 15'

Standard Specifications
Hibon VTB 820XL (1600CFM)

6" Primary moisture trap with 8" stainless steel float
22" diamater cyclone with 8" stainless float
6" Final filter

Hoist, rear door and mudgate

Hydraulic vibrator

Tread plate decks

Mud flaps with anti-sails

Heavy duty power take off

4" Load valve sloped down

6" Discharge valve

Heated rear valve package

Tank designed to 14 psi. maximum pressure

Sand blasted exterior and polyurethane paint

* Based on a 37" frame height

** All vehicle information is approximate. Required chassis
measurements vary with different manufacturers. Check

with factory before purchasing truck.

VEHICLE DATA**

Available Options

Robuschi DLDV 85 (1600 CFM)
Robuschi DLDV 105 (2600 CFM)

Hibon VTB822 (2700 CFM)

25" round mud gate

36" rectangular mud gate

Aluminum checker plate deck caps
High pressure jetter kit

Other tank sizes and pumps available

Boot and mitt dryer mounted in locker

Level indicator or sight glasses

5/16"
5/16"
5/16"
5/16"
5/16"
5/16"
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4" Heated rear valve with load stand
Epoxy tank liner

Metallic paint

Tray type decks

Aluminum decks

Aluminum checker plate tank guards
Rear view backup camera

Transport Canada code units available

Cross thru level indicator

MODEL FRONTAXLE  REARAXLE RATING MINIMUM APPROX. APPROX.

RATING HORSEPOWER HEIGHT LENGTH
VT6032 18,000 lbs. 46,000 lbs. 350 hp *11'6" 29
VT6032AL 18,000 lbs. 46,000 lbs. 350 hp *11'6" 29'
VT6032SS 18,000 lbs. 46,000 lbs. 350 hp *11'6" 29'
VT6033 20,000 bs. 46,000 lbs. 350hp *11'6" 30'
VT6033AL 20,000 bs. 46,000 lbs. 350 hp *11'6" 30'
VT6033SS 20,000 bs. 46,000 lbs. 350 hp *11'6" 30'
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Reliable Vacuum Equipment

Head Office and Factory
800 47 Street East

Saskatoon SK S7K 0X4

Telephone: 306 373-7622

Fax: 306 244-4748

E-mail: sales@smithvac.com

www.smithvac.com

Smith Industries reserves the right to make changes to products at any time.
Some units shown may include options or customizations.




